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1- INTRODUCTION 

This system is working with Air Peltier units.  

The temperature control range is from +15°C to +45 ° C for model EVA LR and from +12°C to 

+60°C for model EVA BV. 

This system can be used with measuring system as: MS-LV, MS-RV and MS-BV.  

It is compatible with following device: B-ONE PLUS, B-ONE PORTABLE, FIRST PLUS, FIRST 

PRO PLUS, FIRST PRODIG, RM100 PLUS, RM100 PORTABLE, RM100i, RM200 PLUS and 

DSR500. 

EVA LR need to be used with 600 ml Beaker. EVA BV need to be used with 150ml beaker. 

 

 

 

 

 

 

Following device are available: 

Designation Part Number Temperature range 

EVA LR PLUS N950006 +15°C to +45°C 

EVA BV PLUS N950300 +12°C to +60°C 
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2- COMPONENTS 

According to your order, these following part are included with shipment of EVA temperature 

control. 

 

 

 

 

 

 

 

 

 

 

 

 

 

1- Stainless steel rod. 

2- EVA LR or EVA BV 

3- Power cable. 

4- Handle. 

5- Arm. 
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3- INSTALLATION 

1- Insert the stainless steel tube (side with screw path) with in the hole with small fixed screw inside. 

 

 

 

 

 

 

 

 

 

 

 

2-Turn stainless steel tube clockwise and screw it.  
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3- Place arm on Stainless steel rod (respect sense for installation as shown on red circle on picture 

below). 

 

 

 

 

 

 

 

 

 

 

 

The aluminium arm is equipped with the clamping knob allows you to maintain the height of the 

measuring head and a handle for easy handling. The measuring head is fixed to the arm by one 

screw. 

 

 

 

 

 

 

 

 

 

 

 

 

 

Handle for manipulation 

Screw to keep measuring 

head in higher position 

Screw to fix the measuring 

head 
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4- You can then put the viscometer on the arm, taking care not to touch the motor shaft or 

temperature sensor (if your device has one). Align the measuring head correctly and secure it with 

the screw provided.  

 

 

 

 

 

7- Connect the power supply cable [3] at the rear panel.  
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4- USING OF DEVICE 

Switch ON the EVA temperature control. 

The value read on this display is the temperature setpoint (green colour and smallest) and current 

temperature of probe located inside chamber (white colour and biggest). The value read on the 

screen of the viscometer or rheometer head with Pt100 integrated is the actual value of temperature 

inside measuring cup.  

To change the set point, press the arrows to adjust the desired temperature, the new set point will 

be taken into account after a few seconds without validation. 

 

 

 

 

 

 

 

 

 

 

 

 

Your EVA will be used with different measuring system. We recommend you to read user manual 

of viscometer or rheometer in section 3. 
 

 

 

 

 

  

 

 

 

 

 

 

 

 

 

 

 

Set value decrease button 

Set value increase button 

Button to move cursor on 

other digit 
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LAMY RHEOLOGY 

11 A, rue des Aulnes  

69410 Champagne au Mont d'Or (France) 

Tel : 33 (0)4 78 08 54 06 

Fax : 33 (0)4 78 08 69 44 

contact@lamyrheology.com 
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