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E.V.A  Peltier Temperature Control  Using Manual 
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CE Conformity 

The following instrument : 

Temperature control unit EVA 

 

Is approved in accordance with European directive : 

Electromagnetic compatibility  2004/108/CE 

Security of low voltage equipments  2006/95/CE 

This conformity is insured by the respect of harmonized standards : 

EN61326-1 (January 2013) 

EN61010-1 (October 2010) 

 

Date : 12th April 2018 

 

Sophie Martino 
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E.V.A Temperature Control unit is using Peltier exchange principle, without 
circulating fluid. This technology is ideal for great variations of temperature. 
 
The setting range is available from +17 to + 45 °C. 

 
  

 

 
 

INSTALLATION : 
 

 Install  E.V.A. on a stable and hard desk 
  
 You could fix on this E.V.A.  1 or 2 viscometers 
 

Insert the stainless steel rod of the stand of viscometer in the central hole for 1 
instrument or in the 2 external holes to install 2 viscometers.      

  
 
 
  

 
 
 
 
  
 
           Fix the hole(s) with the screw(s). 
 
 
 
 

      Rear Face of EVA 
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Plug in the power supply cable of  E.V.A. 
 

 

Switch on with the on/off button placed on the rear side. 
 
 Install the flange for the viscometer on the rod then install the viscometer.  
 

 

 

When you switch on the unit, the display indicate on the upper line the actual 
temperature of E.V.A. system , and on the below line the set-up temperature. 

 

 
 HOW TO CHANGE THE TEMPERATURE : 
 
 
 
Press directly the arrow keys to modify the value. 
 
This value will be automatically set after few seconds. 
 
 
 
 

  

Set value decrease button 

Set value increase button 

Button to move cursor on 

other digit 


